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Quality Assurance / Quality Control
The technical information has been reviewed and approved by 
Mr. Gaétan Lavallière, P. Geo, Ph. D. and Vice-President for Cartier
Resources. Mr. Lavallière is a quali�ed person as de�ned by
National Instrument 43-101.

Project Manager & Geomatician : Ronan Déro�, Geo., M. Sc.

All the drill hole and channel intersection lengths are measured
along the core and channel axis.

200 m

200 m

LONGITUDINAL SECTION
OF TOUSSAINT STRUCTURE

PLAN VIEW

W E

VP-93-22
11.7 g/t Au / 5.2 m

incl. 34.3 g/t Au / 0.7 m

VP-93-21
7.4 g/t Au / 3.0 m

incl. 18.9 g/t Au / 1.0 m

VP-11-11
33.2 g/t Au / 3.0 m

incl. 164.5 g/t Au / 0.6 m

VP-92-10
10.5 g/t Au / 4.8 m

incl. 34.3 g/t Au / 0.8 m
incl. 20.4 g/t Au / 0.7 m

21.3 g/t Au / 5.0 m
incl. 90.6 g/t Au / 1.0 m

T1 ZONE T2 ZONE T3 ZONE
Surface

T1 ZONE

O

DRILL
TARGET

DRILL
TARGET

DRILL
TARGET

DRILL
TARGET

VP-11-05
6.3 g/t Au / 7.0 m

incl. 32.3 g/t Au / 1.0 m

30.1 g/t Au / 1.0 m
12.5 g/t Au / 1.0 m

Channel

MIDRIM STRUCTURE

TOUSSAINT STRUCTURE

T2 ZONE T3 ZONE

30.3 g/t Au / 0.8 m
12.6 g/t Au / 1.0 m

2017 Previous Results
WL17-05

24.8 g/t Au / 1.0 m

2017 Previous Results
WL17-05

14.1 g/t Au / 1.0 m

14.0 g/t Au / 0.7 m
5.8 g/t Au / 4.1 m

64.6 g/t Au / 0.4 m

30.9 g/t Au / 1.6 m
47.7 g/t Au / 0.6 m
9.4 g/t Au / 1.0 m

8.3 g/t Au / 1.0 m

2017 Results
WL17-17

0.7 g/t Au / 6.0 m 6.8 g/t Au / 4.0 m
incl. 16.1 g/t Au / 1.0 m
 incl. 8.4 g/t Au / 1.0 m

Intermediate Flow (V2)

Intermediate Flow (V2)

Ma�c Sill (I3)

Ma�c Sill (I3)

M1 ZONE

2017 Results
WL17-15 2017 Results

WL17-11

2017 Results
WL17-17

0.7 g/t Au / 6.0 m

6.8 g/t Au / 4.0 m
incl. 16.1 g/t Au / 1.0 m
 incl. 8.4 g/t Au / 1.0 m

2017 Results
WL17-15


